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Step 8: Insert the LED mounting bracket into the second 
slot after the centre of the module (a total of 9 slots from 
the right or left).

Step 9: Make sure that the LED mounting bracket is fully 
inserted.

Step 10: Make sure that the LED mounting bracket is 
fully inserted and comes out of the same slot on the other 
side.

Step 11: Make sure that the LED suspension bracket is 
correctly positioned and secure it at the top with a split 
pin.

Step 12: Repeat the process at the other end of the light 
fixture.

Step 13: Make sure that the LED suspension bracket is 
attached the right way round.
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Step 14: Secure the second LED mounting bracket with a 
split pin as well.

Step 15: Now you can position the second light next to 
the light with the attached LED suspension brackets.

Step 16: Make sure that both LED suspension brackets 
are positioned in the corresponding slot on the opposite 
light fixture.

Step 17: Make sure that both LED suspension brackets 
are positioned in the corresponding slot on the opposite 
light fixture.

Step 18: Make sure that both LED suspension brackets 
are positioned in the corresponding slot on the opposite 
light fixture.

Step 19: Now you can move the light closer so that the 
LED suspension brackets on both lights are in the correct 
position.
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Step 20: Make sure that both LED mounting brackets are 
attached in the correct position.

Step 21: Now secure the front and rear LED mounting 
brackets with a split pin.

Step 22: Now secure the front and rear LED mounting 
brackets with a split pin.

Step 23: You can now safely lift the assembled light 
fixture.

Step 24: Place the assembled light fixture over the 
support beam. Make sure that the driver is positioned 
between the LED suspension brackets.

Step 25: Slowly lower the light fixture onto the support 
beam. Caution! Do not place your fingers between the 
support beam and the LED suspension brackets.
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Step 26: Take the two DC cables from the LED driver and 
run them over the carrier, between the carrier and the 
lights.

Step 27: Take the two DC cables from the LED driver and 
run them over the carrier, between the carrier and the 
lights.

Step 28: Connect both DC cables. Make sure the con-
nectors are aligned correctly! You will hear a ‘click’ sound.

Step 29: The ‘click’ sound indicates a secure connection. 
The correct plug alignment is indicated by arrow symbols.

Step 30: Now secure the DC cables with cable ties. Step 31: Depending on the model, the DC cables can be 
attached either to the bracket or to the luminaire suspen-
sion.
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Step 34: Attach the enclosed cable ties to the suspension 
brackets. Take the AC cable (green plug) and attach it.

Step 35: Attach the enclosed cable ties to the suspension 
brackets. Take the AC cable (green plug) and attach it.

Step 36 (optional): If the dimmer signal connector is not 
required, close it with the protective cap provided.

Ensure that the plug and protective cap have the same 
orientation for the safety pin.

Step 32: Attach the enclosed cable ties to the suspension 
brackets. Take the dimming cable (blue plug) and attach 
it.

Step 33: Attach the enclosed cable ties to the suspension 
brackets. Take the dimming cable (blue plug) and attach 
it.



Operating Manual
SANlight EVO COMPACT

www.sanlight.com13 17.09.25

When the protective cap is correctly inserted, you will 
hear a ‘click’ sound. The connection is now sealed in 
accordance with IP65.

Step 37: The EVO COMPACT is now ready to be connec-
ted to a power source (green plug) and a dimming signal 
(blue plug).

Single luminaires: The suspension system allows a carabi-
ner or similar device to be attached centrally. The light can 
then be suspended from this.

Single luminaires: The driver can also be suspended using 
the holes.

Alternative suspension:

EVO COMPACT luminaires offer an alternative suspension option. Thanks to the holes in the suspen-
sions, both the luminaire and the driver can be attached to chains or similar fasteners. Please note 
that the luminaire and driver each require separate fasteners. 
 
This flexible mounting option allows the luminaire to be adapted to a wide variety of installation situa-
tions. Whether on fixed structures or mobile mountings, the EVO COMPACT luminaire can be easily 
installed in a variety of environments.
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Double luminaires: The suspension allows a carabiner or 
similar to be attached centrally. The luminaire can then be 
suspended from this.

Double luminaires: The driver can also be suspended 
through the holes.

Double luminaires: This suspension system allows flexible 
positioning of the luminaire.

Double luminaires: Drivers and luminaires can be suspen-
ded at different heights. In this case, only the cable length 
needs to be taken into account.

Single luminaires: This suspension system allows flexible 
positioning of the luminaire.

Single luminaires: Drivers and luminaires can be suspen-
ded at different heights. In this case, only the cable length 
needs to be taken into account.


